
                                                                                        
 
 

 
 

EW-DCW-3000M 
 

Generic 

Application Rooftop Solar plant 

Constructional Parameter 

Insulation and Sheath Material Cross-linked Polyolefin Halogen Free Flame Retardant 

Conductor Material Electrolytic, Multi Strand Annealed Tinned Copper 

Non Thickness of insulation 0.7 millimeter 



                                                                                        
 
 

Conductor Flexibility Class Flexible class-5 

Technical Parameter 

Information on wire sheath Make, application , voltage grade and running meter mark 

Outer sheath Cross-linked Polyolefin Halogen Free Flame Retardant 

Outer sheath Colour Black and Blackwith red strip (in equal quantity) 

Colour Black 

Electrical Parameter 

Maximum Permissible Voltage DC ( V ) 
(Circuit under NO LOAD) 

1.8 kiloVolt 

DC voltage (Continuous) 1.5 kiloVolt 

DC Test Voltage - 1 Mins 6.5 kiloVolt 

AC Test Voltage - 1 Mins 6.5 kiloVolt 

Conductor Resistance ohm /km@ 20 C, 5.09 



                                                                                        
 
 

Max 

AC Spark Test Voltage 10 kiloVolt 

Mechanical Characteristics 

Tensile strength(Sheath) 8.0 N/mm2 Min(According to EN 60811-1-1) 

Tensile strength(Insulation) 6.5 N/mm2 

Elongation 125 percent Minimum According to EN 60811-1-1 

Dimension and Size 

Wire length 3000 meter 

Wire Size,square meter 6 

Overall diameter 7 millimeter 

Environmental Parameter 

Working Ambient Temperature 5-50 degree Celsius 



                                                                                        
 
 
Additional Parameter 

GTP to submit along with supply No 

Shelf life 

Warranty 1 year 

Test Report 

Test Report Date and Numbers (Please 
write NA if not applicable) 

NA 

Name and Address of the lab (Please 
write NA if not applicable) 

NA 

Test Report To Be Submitted To The 
Buyer On Demand 

Yes 

Availability of Test Report from Central 
Govt/NABL/ILAC accredited lab to prove 
conformity to specification 

No 

 


