
                                           

 

EW-SEM12 
 
eWit SFP Modules are industry standard Small Form Pluggable optical modules that serve networking services in the range of 

low speed to 10-Gigabit application requirements:  
 
• 10 Gigabit Ethernet, Carrier Ethernet and MPLS-TP  
• 2.5 Gigabit Ethernet, STM-16 and OC-48  
• Gigabit Ethernet  
• STM-4 and OC-12  
• STM-1 and OC-3  
• Fast Ethernet  
• Low speed synchronous and TDM solutions 

 

SPECIFICATION – 

Type:  Fiber MM  

Compliant: SFF-8431 and IEE802.3ae 

Data Rate: selectable ≤4.25Gbps or 9.95Gbps to 10.3Gbps bit rates 

Wavelength:  1310NM 

TX Power:  -14 ~ -20 

Out2: 10.70G 

RX Sense: < -31 

Transmitter & Receiver: Cooled EML transmitter and PIN receiver 1310nm DFB transmitter, PIN photo-detector 

Application:  FX, STM1 

Power Supply:  External Power Supply 

Operating Temperature:  -40°C~85°C (32°F~104°F) 

Storage Temperature:  -40°C~85°C (-40°F~158°F) 

Storage Humidity: 5%~90% Non-Condensing 

Operating Humidity: 10%~90% Non-Condensing 

Country of Origin:  India 

Certification:  ISO, CE, FC, ROHS 
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